A DEVELOPMENT OF OPTICAL NETWORK UNIT POWER CONSUMPTION MODEL CONSIDERING TRAFFIC LOAD EFFECT

Arnidza Ramli*, Nadiatulhuda Zulkifli, Auwalu Usman, Sevia Mahdaliza Idrus

Lightwave Communication Research Group, Fakulti Kejuruteraan Elektrik, Universiti Teknologi Malaysia, 81310 UTM Johor Bahru, Johor, Malaysia

*Corresponding author

Article history
Received 22 December 2016
Received in revised form 29 November 2017
Accepted 15 February 2018
Published online 3 June 2018

Graphical abstract

Abstract

Accurate and precise measurement of energy consumption for the deployment of fiber-to-the-home (FTTH) network using Gigabit passive optical network (GPON) is vital to the research community to develop models for the synthesis of energy-efficient protocols and algorithms for the access network. However, lack of power consumption measurement of optical network devices in the past has led to unrealistic and/or oversimplified model being used in simulations. Usually the access network devices are assumed always on and their consumption is both traffic and time independent. Therefore, in this paper we propose an experimentally-driven approach to i) characterize the Optical Network Unit (ONU) from the power consumption standpoint and ii) develop more accurate power consumption model for the ONU. We focus on ONU since it represents the main contributor to the energy consumption of optical access network. The real data in terms of the power consumption and traffic load have been obtained from continuous measurements performed on a GPON network testbed. The measurement is limited to a maximum 100 Mbps data rate due to a limitation in the sampling rate and precision of the measurement device. However, validation has been done with theoretical power consumption model in order to prove the feasibility of the proposed model. Our measurements show that the power consumption of the ONU exhibits a linear dependence on the traffic in which the power consumption at idle mode is 11.51 W while in low power mode the power consumption is around 7.52 W.

Keywords: Optical network unit, power consumption, GPON, energy efficient, testbed

Abstrak

Pengukuran penggunaan tenaga yang tepat dan jitu untuk penggunaan rangkaian fiber-to-the-home (FTTH) menggunakan rangkaian gigabit pasif optik (GPON) adalah penting bagi komuniti penyelidik untuk membina model bagi protokol dan algoritma kecekapan tenaga yang sinyis untuk rangkaian capaian. Walaubagaimanaun, kekurangan pengukuran penggunaan kuasa peranti rangkaian optik pada masa lalu telah mendorong kepada penggunaan model yang tidak realistik dan/atau terlalu dipermudahkan di dalam simulas. Selalunya peranti rangkaian capaian adalah diandalkan sentiasa bekerja dan penggunaan kuasa adalah tidak bergantung kepada kedua-dua trafik dan masa. Oleh itu, di dalam kertas kerja ini kami mencadangkan pendekatan uji jujur untuk i) mencirikan ONU dari sudut pandangan penggunaan kuasa dan ii) membina model penggunaan kuasa yang lebih tepat bagi ONU. Kami fokus kepada ONU disebabkan ia penyumbang utama dalam penggunaan tenaga rangkaian capaian optik. Data-data sebenar dalam terma penggunaan kuasa dan beban trafik telah didapati melalui pengukuran berterusan yang dijalankan ke atas testbed rangkaian GPON. Pengukuran dihadkan kepada kadar data maksimum 100 Mbps disebabkan oleh pembatasan kadar pensampelan dan kejituan alat pengukuran. Walau bagaimanapun, pengesahan telah dilakukan dengan model penggunaan kuasa teori bagi membuktikan kebolehgunaan model yang dicadangkan. Pengukuran kami menunjukkan bahawa penggunaan kuasa oleh ONU memperangkan penggunaan yang linear kepada kadar trafik di mana penggunaan kuasa ketika mod idle adalah 11.51 W manakala ketika mod kuasa rendah adalah 7.52 W.

Kata kunci: Unit rangkaian optik, penggunaan kuasa, GPON, kecekapan tenaga, testbed
1.0 INTRODUCTION

The energy consumption footprint of Information and Communication Technology (ICT) in 2012 was 4.7% of electricity worldwide amounting to approximately 920TWh [1]. This numbers are expected to grow for the next decade due to the increase in both number of users and bandwidth hungry applications or services. The introduction of optical access network technology is highly promising as it is the most energy efficient access network technology that is capable of providing high capacity broadband access network at low bit error rate (BER) [2], [3]. However, data reveals a large expenditure of energy at optical access network due to the large presence of optical network units (ONUs) which account for approximately 60-80% energy consumed by the optical access [4]–[6] and this energy consumption is mainly due to the network usage [7].

The device power consumption is further shaped by the chosen access technology and its architecture (due to the scaling of access network by number of users connected to the network), broadband infrastructure (due to the broadband technology itself and various active components in home networks) and contribution from cooling and power supply of the facilities [8]. Although power consumed by one ONU is small (around 7W to 17W), the total power consumption is huge given that there are more than 10 million ONUs installed [9].

In order to migrate toward the new green technologies generation, it is important to first define the power consumption trends of the ONU which is the largest contributor on energy consumed by optical access network. Generally, it is assumed that there is small influence of the traffic load variations on the power consumption of ONU. As a result, the power consumption of optical access network is usually defined as power per user/subscriber. However, it will be of great importance to have an accurate knowledge on the energy consumption of ONU and the effect of the traffic load on the instantaneous ONU power consumption for i) energy consumption reduction and ii) energy efficiency quantification of the network. Based on these motivating factors, the main objective of this work is to experimentally measure and analyze the power consumption patterns of the ONU by utilizing a real Gigabit Passive Optical Network (GPON) testbed. The findings from the measurements will give an insight into the network behavior paving the way to the development of more realistic model for power consumption in optical access network.

Basically, the energy models reported in the literature can be classified into three different types: theoretical models, analytic models and empirical models. The detail description on these models can be found in [10]. However, in passive optical network (PON), most of the reported works found in the literature used analytical approach in the modeling of the energy consumption. The power consumption is modeled by first defining the generic structure of different equipment located at both network provider and user premises, i.e. Optical Line Terminal (OLT) and ONU. Then, the power consumption per network elements is calculated based on the consumption values of the defined generic structure. Various terms or classification have been found in the literature on defining the generic structure of both optical network elements. Basically, the structure of OLT and ONU consists of three modules known as an optical transceiver, signal processing (e.g. System on Chip (SoC) and memory) and interfaces.

Energy consumption measurements of optical access devices have rarely been performed in the past. Some studies on access networks assumed that access network devices are always on and their consumption is both traffic and time independent [11], [12]. On the contrary, previous studies have shown numerous works on energy consumption measurement of wireless access devices [13]–[16]. These studies have shown that the power consumption of wireless access devices have a linear relationship with traffic load. Additionally, in [16], the authors have also observed that the power consumption is monotonically increasing with the traffic load until it reaches a saturation point in which saturation means the traffic load is higher than the physical link data rate.

However, there are some recent studies that have reported on power consumption modeling of the ONU. These works are mainly presented the power consumption modeling based on analytical approach [6], [17]–[19]. Nevertheless, these works rely on a large database of devices and components in order to estimate the power consumption at functional blocks in which these values are sometimes oversimplified and do not represents current power consumption trend. In contrast, our work will experimentally measure the power consumption of the ONU with the main objective is to investigate the relationship between instantaneous ONU power consumption and access data rate.

2.0 METHODOLOGY

In this section, we will describe the network setups and the methodology used in order to evaluate the power consumption of the ONU. We implemented an Arduino-based power monitoring prototype to evaluate the power consumption of ONU under different traffic generation rate. The total power consumption of the monitored device is obtained through USB interface between the Arduino microcontroller and the Arduino IDE.

2.1 GPON Network Setting

The network is composed of a GPON network which includes the OLT, ONU and passive splitter, a personal computer (PC) and a laptop as illustrated in Figure 1.
A PC is used as a server on the network and another laptop is used as a client in the network. The testbed is deployed at Photonics Characterization Laboratory in the Faculty of Electrical Engineering, Universiti Teknologi Malaysia. The OLT and ONU are a commercially available Corecess S204 OLT and CC3542-B ONU respectively. As shown in the configuration the client is allocated with 100 Mbps Internet service subscriptions and is connected to the ONU as a gateway. Arduino-based power meter was utilized to provide real time power consumption monitoring of the ONU.

The experimental measurement conducted in this paper is aimed at assessing the power consumption of ONU under different data rates operating at a maximum rate of 100 Mbps, even though the ONU is capable of supporting data rates up to 1.24 Gbps for upstream and 2.4 Gbps for downstream. This is due to the limitation in the sampling rate and precision of the developed Arduino-based power monitoring tool. The traffic injected into the network is a UDP flow with datagram size 1470 kB, results obtained is collected during the period of 100 seconds with an interval of 10 seconds per traffic injected into the network.

### 3.0 RESULTS AND DISCUSSION

In this experiment, the iPerf injected a synthetic traffic into the network which was modeled as single UDP flows. The measurements were conducted in average of 4 runs in which each run comprises of average of measurement collected during 100 seconds. The results are reported in terms of 95% confidence interval. The complete experimental setup is depicted in Figure 2. To the best of our knowledge, this is the first such power consumption measurements presented for the ONU by using the real GPON testbed.

The experimental measurement was conducted with variations of access data rate up to 100 Mbps when the ONU is acting as a receiver. The power consumption for ONU without any data injected into the network i.e. in idle mode has been measured and is around 11.51 W while in low power mode the power consumption is around 7.52 W. The power consumption measurement was plotted as a function of data rates as shown in Figure 3.


\[ P_{\text{ONU}}(r) = \gamma_0 + \alpha_0 r_0 \]  

(2)

where \( \gamma_0 \) is the power consumption of ONU when there is no traffic load, i.e. in idle mode, \( \alpha_0 \) is the energy consumed by the ONU to transmit one bit of information and \( r_0 \) is the average access data rate per ONU.

This linear model corresponds to the particular ONU technology and ONUs of different technologies, manufacturers, production years or configurations might have different linear models. Since real testbed measurement was utilized in order to obtain the proposed model, it is acceptable to express the relationship between instantaneous power consumption and traffic load as a linear power consumption model. This reasoning gives full confidence for the usage of a linear model in future studies focused on improving the energy efficiency of already installed optical access equipment.

3.1 Model Validation

In order to validate our power consumption model, the comparison have been done with previously reported work \[21\] in which a generic power consumption model for the CPE that can be applied for both optical and wireless devices have been presented. The power consumption model is expressed as:

\[ P_{\text{CPE}} = P_{\text{idle}} + \frac{P_{\text{max}} - P_{\text{idle}}}{c_{\text{max}}}C \]  

(3)

where \( P_{\text{CPE}} \), \( P_{\text{idle}} \) and \( P_{\text{max}} \) are the power consumption of CPE, power consumption in idle mode and power consumption at maximum load, respectively. \( c_{\text{max}} \) is the maximum load and \( C \) is the instantaneous load. \( P_{\text{idle}} \) is dependent on the device technologies in which in this analysis, the value was set equal to 11.51 W for both models to represent the comparison between the same model of ONU device. The result of the comparison between our proposed model and model presented in \[21\] can be found in Figure 4.

Figure 4 depicts the comparison of power consumption model between our work and \[21\] versus data rate that was varied from 0 to 1 Gbps. As can be seen in Figure 4, our model shows a similar trend with \[21\] thus proves the validity of the proposed model. In other words, the proposed linear power consumption model can be acceptable to represent the power consumption trend of the ONU. It can also be found that the model by \[21\] achieve higher power consumption compared to the proposed model. This is because the product of the second term on the right hand side in Equation (3) is higher than the proposed model as expressed in Equation (1) which resulting in higher power consumption.
between instantaneous ONU power consumption and traffic load. Due to a limitation in the sampling rate and precision of the measurement device used in the experiment, the measurement is limited to a maximum data rate of 100 Mbps. Comparison has been done to validate our proposed power consumption model and in the same time further proving that our model is applicable for up to 1 Gbps access data rate. The power consumption modeling for the optical access integrated with wireless network will be considered in our future work as this network has a potential to provide high capacity as well as mobility.

Acknowledgement

This work is supported by Ministry of Higher Education under the SLAI scheme. We greatly appreciate Universiti Teknologi Malaysia and Photonics Characterization Laboratory for providing the facilities which enabled this work to be accomplished. We would also like to thank the MoHE for sponsoring this work under FRGS fund vote number 4F961.

References


4.0 CONCLUSION

In this paper, we provide a theoretical linear power consumption model of an ONU as a function of traffic load. Then, we perform an experimental measurement and investigate the impact of traffic intensity on the power consumption of ONU. Analysis has been performed on a GPON network testbed containing commercially available OLT, passive splitter and ONU. The developed Arduino-based power monitoring tool has been utilized to measure the real time power consumption of the ONU. The measurement results are consistent with the proposed model. Therefore, linear power consumption model can be accepted as a model for precise expression of the interdependence...


